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1. INTRODUCTION

Located in the center of South America, mostly in Brazil, the Pantanal is considered the largest complex of
wetlands of the world (Alho et al., 1988; Tundisi, 1994). From the ecological, biological and economical points of
view, thousands of small shallow fresh and salt water round lakes are responsible for the supply of water and food
for human beings and animals and of salt for cattle. They have also avery important role as temporary or unique
habitats for several native species of mammals, reptiles and aquatic birds (Brum and Souza, 1985; Pott et al., 1987;
Campos, 1991).

The Pantanal is one of the least known regions of the planet. The difficulty to access many areas is one of
the major factors responsible for the scarce scientific knowledge on the lakes. In the study of the lakes, remote
sensing investigations are restricted to a very small number of published papers. For example, Abdon et al. (1998)
reported the discrimination of aguatic plant covers especially in areas with Salvinia auriculata and Scirpus cubensis
through the use of multispectral remote sensing (TM/Landsat 5 and HRV/SPOT images). However, to address the
difficulty to distinguish areas occupied by different mixtures of aquatic plants, they suggested the use of data with
better spatial and spectral resolution. In this sense, hyperspectral remote sensing introduces new perspectives for the
study of the Pantanal lakes. The possibility of comparing pixel spectra with field spectra of water or aguatic plants,
retrieving narrow absorption bands on a per-pixel basis, and of relating the spectral characteristics of the Pantanal
lakes with physico-chemical databases is essential to understand the relationships between reflectance and water
congtituents.

In August 1995, at the peak of the regional dry season, the Airborne Visible/Infrared Imaging Spectrometer
(AVIRIS) acquired imagesin the Brazilian Pantanal region in 224 bands (400-2500 nm) with 20 meters of spatial
resolution. By inspection of these images, a subset of 12 lakes with distinct characteristics was selected for field
investigation and spectral and physico-chemical data collection. The objective of this article isto discuss the
spectral behavior of these lakes face to variations in water constituents.

2. METHODOLOGY

The location of the study area (approximately 10 x 20 km) is depicted in Figure 1. AVIRIS data were
acquired in August 1995, at the peak of the regional dry season, from an altitude of 20 km. Images were obtained in
224 bands (10 nm in width) positioned in the 400-2500 nm interval, with a solar zenith angle of 34° and a nominal
spatial resolution of 20 m. AVIRIS radiance values were converted to surface reflectance data, that is, corrected for
the scattering and absorption atmospheric effects, through the use of the Atmosphere Removal (ATREM) technique
(Gao et dl., 1993). After calculating the surface reflectance data, the Empirical Flat Field Optimal Reflectance
Transformation (EFFORT) technique (Boardman, 1998) was applied over the images at selected spectral intervalsto
smooth noisy data resulting from the atmospheric correction procedure.
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Figure 1 - Spatial distribution of the Pantanal in Brazil and location of the study area.

The selection of the lakes for field inspection was based on the analysis of true color composites and of
pixel spectra. The Bidirectional Reflectance Factor (BRF) at 39 sampling sites of seven fresh water and five salt
water lakes were collected from a boat using a portable spectrometer (SPECTRON SE-590). The sensor collected
datain the 400-900 nm range at spectral intervals of 3 nm and with 15° FOV lens. A BaSO, plate of known
reflectance was used as reference. Each one of the 39 collected spectra was the average of five continuous readings.

At each site, besides the reflectance data, the following in-situ measurements were performed: electrical
conductivity, pH, total depth of the lake and Secchi disk transparency or Secchi depth. In laboratory, 33 water
samples were submitted to chemical analysis. The methods used for determination of the water constituents were:
calcium (Ca), total iron (Fe), magnesium (Mg), potassium (K) and sodium (Na) (atomic absorption spectrometric
method); total phosphorous (P) (colorimetric and ascorbic acid method); total organic nitrogen (N) (Kjeldahl
method); dissolved organic carbon (DOC) (colorimetric method); and total concentration of chlorophyll a plus
phaeophytin (Chl) (spectrophotometric method). Details on these methods are described in Eaton et al. (1985). The
total suspended solids (T'SS) was determined by filtering samples onto 0.45 um filters of known weight, drying
them, and measuring the weight gain due to sediment concentration.

To characterize variations in depth of the main absorption bands present in pixel spectra, the continuum
removal method (Clark and Roush, 1984) was applied to normalize the curves, to isolate the features, and to allow
their comparison from a common baseline. Straight line segments connecting the edges (reflectance maxima) of the
absorption band centered at 630 nm were chosen to define the continuum. The depth of the absorption band (D) was
computed from the equation “D = 1 — Rb/Rc”, where Rb is the reflectance value at the center of the absorption band,
and Rc is the reflectance of the continuum at the same wavelength as Rb.



3. RESULTSAND DISCUSSION

Figure 2 shows a true color composite (AVIRIS bands centered at 667 nm, 559 nm and 480 nm displayed
inred, green and blue colors, respectively) and the location of the lakes selected for field inspection. Despite the
non-existence of AVIRIS datafor lake 7, which islocated very close to the border of lake 6, its selection for
investigation is due to its similarity in field with the bluish lake 3 indicated in Figure 2.

Figure 2 - True color composite of the study area with the AVIRIS bands centered at 667 nm, 559 nm and 480 nm
depicted in red, green and blue colors, respectively. The location of the lakes selected for investigation (except lake
7) isindicated. The location of the “Vazante do Castelo” , atemporary drainage channel, is also shown.

The fresh water lakes 1, 2 and 4, which display dark or light green colorsin Figure 2, are characterized by
the occurrence of small amounts of aquatic macrophytes (e.g., Eichhornia azurea and Salvinia auriculata) in their
margins. On the other hand, the surface of the fresh water lakes 9 and 12 are dominated by a dense cover of floating
vegetation, composed of Nymphaea amazonum, Nymphaea lingulata and salvinia auriculata. These aquatic plants



are responsible for the green colors observed in the color composite of Figure 2. A lesser dense cover of aquatic
plants, composed of Eicchornia azurea, Oxycaryum cubense and Nymphaea amazonum, are predominant in lakes 10
and 11.

The salt water lakes appear in greenish (lakes 5, 6 and 8) and bluish (lake 3) colorsin the true color
composite of Figure 2. However, the green color of lake 8 is the result of the strong background influence of the
submerse rooted macroscopic algae Chara rusbyana that densely covers the bottom of this shallow lake.

Table 1 shows average and standard deviation values of the physico-chemical characteristics of the studied
lakes. In general, when compared with the fresh water 1akes, the salt water lakes, especially the more saline water
bodies (lakes 3, 5 and 6), tend to present lower values of total depth and Secchi depth, and higher contents of DOC,
TSS, Ca, Mg, Naand K. Asillustrated in Table 1, the salt water lakes are composed of alkaline waters (pH > 9) with
high values of electrical conductivity that may reach more than 3500 uS/cm in the more saline lakes.

Table 1 — Average and Standard Deviation (in Parentheses) Values of the Physico-Chemical Characteristics
of the 12 Studied Fresh Water (F) and Salt Water (S) Lakes.

L Chl DOC TSS Secchi  Depth  pH EC Ca Fe: P: Mg [\ K Na N
ug/L mg/l  mg/l m m uS/cm  mg/l mg/l  mg/l mg/l mg/l  mg/l mgll

1 7246 013 307 035 097 899 971 107 063 012 063 1203 860 237 3
(F) (570.9) (0.02) (0.42) (0.00) (0.25) (0.36) (2.44) (0.06) (0.04) (0.04) (0.27) (9.52) (0.56) (0.23)
2 5794 013 217 030 083 887 625 140 273 008 027 799 443 220 3
(F) (429.5) (0.02) (0.19) (0.00) (0.21) (0.60) (0.15) (0.61) (0.31) (0.02) (0.27) (40.0) (0.46) (0.44)
4 680 011 1641 040 087 668 722 197 385 065 029 1216 402 175 4
(F) (25.9) (0.01) (2.30) (0.00) (0.09) (0.17) (1.60) (0.09) (0.93) (0.62) (0.14) (44.0) (0.40) (0.90)
9 624 005 525 080 08 637 1050 410 200 001 025 222 320 920 2
() (35.7) (0.00) (2.33) (0.00) (0.04) (0.04) (38.0) (0.14) (0.00) (0.00) (0.08) (7.92) (0.28) 1.13
10 4688 002 080 132 157 611 375 175 080 001 030 125 470 227 4
(F) (395.5) (0.00) (0.58) (0.09) (0.15) (0.26) (2.01) (0.01) (0.40) (0.00) (0.09) (5.30) (0.22) (0.29)
11 620 003 110 110 110 629 349 180 160 001 014 980 510 200 1

F - - - - - - - - - - - - - -
12 1837 006 340 070 070 614 1052 630 275 001 061 1675 605 7.95 2
(F) (96.5) (0.01) (4.24) (0.00) (0.00) (0.11) (2.90) (0.28) (1.06) (0.00) (0.19) (8.84) (6.86) (0.07)
3 956 1.05 39.16 007 042 9.33 4907 13.66 289 455 9.11 66.3 1885 3944 7
(S) (73.9) (0.04) (10.9) (0.00) (0.07) (0.03) (55.0) (1.35) (4.42) (0.45) (5.78) (23.7) (26.9) (56.4)
5 5383 062 2006 008 045 1019 3882 9.08 122 002 087 663 1172 2555 5
(S) 3249 (0.01) (51.4) (0.00) (0.28) (0.11) (25.9) (1.28) (1.67) (0.03) (0.91) (64.9) (64.0) (142)
6 7789 043 2203 009 045 1044 4293 873 038 001 147 422 165 3844 3
(S) (343) (0.02) (9.81) (0.00) (0.05) (0.07) (130) (2.31) (0.16) (0.00) (0.55) (5.91) 44.2 (123)
7 2673 207 4270 006 110 9.07 1530 940 1053 039 587 17.5 461 1456 2
(S () (005 (37.2) (0.00) (0.21) (0.17) (14.1) (0.00) (0.00) (0.11) (0.64) (1.13) (0.14) (7.07)
8 1036 006 58 030 030 991 1590 533 035 001 026 127 736 882 3
(S) (30.5) (0.01) (5.07) (0.00) (0.00) (0.47) (70.0) (1.15) (0.31) (0.00) (0.32) (1.75) (7.52) (7.91)

Figure 3 exhibits water reflectance spectra representative of the saline lakes (Fig. 3a), of the fresh water
lakes affected by the floods of the Vazante do Castelo (Fig. 3b), and of the fresh water lakes covered by aquatic
plants (Fig. 3c). InFigure 3a, the greenish salt water lakes 5 and 6 show spectra with well-defined chlorophyll
absorption bands at 450 nm and 667 nm, a green reflectance peak at 556 nm, a narrow absorption band at 630 nm
due to phycocyanin, and a broad spectral feature around 750 nm due to water absorption. The phycocyanin feature
is not present in the spectrum of lake 8, which is a mixed spectral response of relatively transparent water and algae
(Chara rusbyana). The featureless spectra of lakes 3 and 7 and their resulting blue colorsin the images are produced
by an increase in the DOC concentration, which masks absorption bands due to other constituents, and by a decrease
in the content of chlorophyll (Table 1). In Figure 3b, the larger concentration of TSSin lake 4 (Table 1), in relation
tolakes 1 and 2, produces an increase in reflectance in the red interval.
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Figure 3 - Field bidirectional reflectance factor (BRF) values for the (a) salt water lakes, (b) fresh water lakes
without dense aquatic plant covers at the Vazante do Castelo drainage, and (c) for the fresh water lakes with
extensive aquatic plant covers.

The comparison between field (Spectron) and airborne (AVIRIS) data reveals interesting aspects. The
capability of AVIRIS in retrieving the narrow 630 nm absorption band is shown in Figure 4, which displays
variations in the depth of the 630 nm absorption band derived from the continuum removal method. The
characterization of this feature isimportant because it can be useful in the identification of broad algae group of
species (Jupp et a., 1994). Asindicated in Figure 4, the deepest 630 nm absorption band occursin pixel spectra of
the fresh water lakes 1 and 2 and of the greenish salt water lakes 5 and 6, which is consistent with the results of
Figure 3.
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Figure 4 - Variations in the depth of the 630 nm absorption band for lakes without dense covers of aguatic plants.

On the other hand, the strong spectral influence of the macrophytes on the lakes 9 to 12 isillustrated in
Figure 5 that displays AVIRIS pixel spectra. Lakes 9 and 12 are densely covered by Nymphaea amazonum,
Nymphaea lingulata and Salvinia auriculata that completely obliterate the spectral response of the water. The pixel
spectra of these lakes exhibits a well-defined green reflectance peak. Lakes 10 and 11 are dominated by Eicchornia
azurea, Oxycaryum cubense and Nymphaea amazonum that show a different spectral pattern. Asaresult, spectra of
Figure 5 are very different from those displayed in Figure 3c that shows field water reflectance spectra of lakes 9 to
12.
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Figure 5— AVIRIS pixel spectra representative of lakes 9 to 12 with covers of aquatic plants.

4. CONCLUSIONS

Thetransition from the fresh water lakes to the salt water lakes in the study areais characterized by lower
values of total depth and Secchi depth, greater concentrations of DOC, TSS, Ca, Mg, Naand K, and higher values of
pH and electrical conductivity. The saline lakes presented a higher overall reflectance than the fresh water lakes. In
comparison with the greenish salines, the bluish salt water lakes show an increase in the DOC concentration, which
masks absorption bands due to other constituents, and a decrease in the content of chlorophyll. In some fresh water
lakes, the presence of dense covers of aquatic plants restricts the spectral response of water to a small number of
pixels.

Hyperspectral data are very important in the selection of the Pantanal 1akes with distinct spectral
characteristics for field sampling, which facilitates the subsequent construction of empirical relationships or more
elaborated methods for the remote estimate of water constituents. They allow a better characterization of the
variations in reflectance and in related absorption band parameters due to changes in water constituents. Major
spectral features present in field spectra, such as the narrow 630 nm absorption band, were also observed in AVIRIS
spectra of some lakes and mapped on a per-pixel basis. Hyperspectral sensors can provide also an important
contribution in the characterization of aquatic plant coversin the Pantanal lakes because of the well-defined spectral
signatures of some species.

ACNOWLEDGEMENTS

The authors are grateful to Fundacéo de Amparo a Pesquisa do Estado de Sao Paulo (FAPESP) for the
financial support in thisinvestigation (Project 2000/04966-7). Thanks are also due to the Empresa Brasileira de
Pesquisa Agropecuaria (Embrapa) for assistance in the field activities.



REFERENCES

Abdon, M.M., V.J. Pott, and J.S.V. Silva, 1998, Evaluation of aquatic plant coversin lakes from the Nhecolandia
Pantanal by Landsat and SPOT data. Pesquisa Agropecuaria Brasileira, vol. 33, pp. 675-1683 (in Portuguese).

Alho, C.J.R., T.E. Lacher, and H.C. Goncalves, 1988, Environmental degradation in the Pantanal ecosystem.
Bioscience, vol. 38, pp. 164-171.

Boardman, J. W., 1998, Post-ATREM polishing of AVIRIS apparent reflectance data using EFFORT: alessonin
accuracy versus precision. In Proceedings of the 7th JPL Airborne Earth Science Workshop, Jet Propulsion
Laboratory, 12-16 January, Pasadena California, vol. 1, p. 53.

Brum, P.A.R., and J.C. Souza, 1985, Levelsof mineral nutrientsin the Pantanal lakes (“baias’ and “salinas’) from
Mato Grosso do Sul. Pesquisa Agropecuéria Brasileira, vol. 20, pp. 1451-1454 (in Portuguese).

Campos, Z.M.S., 1991, Female fecundity, egg survival and sex of hewborn Caiman crocodilus yacare (Crocodilia,
Alligatoridae) in the Pantanal, Brazil. Master Thesis. Manaus: INPA/FUA, 1991. 61 p. (in Portuguese).

Clark, R. N., and T.L. Roush, 1984, Reflectance spectroscopy: quantitative analysis techniques for remote sensing
applications. Journal of Geophysical Research, vol. 89, pp. 6329-6340.

Eaton, A.D., L.S. Clesceri, and A.E. Greenberg, 1985, Standard methods for the examination of water and
wastewater. United Book Press, Baltimore.

Gao, B.C., K.B. Heidebrecht, and A.F.H. Goetz, 1993, Derivation of scaled surface reflectance from AVIRIS data.
Remote Sensing of Environment, vol. 44, pp. 165-178.

Jupp, D.L.B., JT.O Kirk, and G.P. Harris, 1994, Detection, identification and mapping of cyanobacteria using
remote sensing to measure the optical quality of turbid inland waters. Australian Journal of Marine and
Freshwater Research, vol. 45, pp. 801-828.

Pott, E.B., P.A.R. Brum, |.L. Almeida, J.A. Comastri Filho, and J.F. Dynia, 1987, Minera nutrition of bovines
from the Mato Grosso Pantanal: survey of macro-nutrientsin central Nhecolandia. Pesquisa Agropecuaria
Brasileira, vol. 22, pp. 1093-1109 (in Portuguese).

Tundisi, J.G., 1994, Tropical South America: present and perspectives. In Limnology now: a paradigm of planetary
problems (R. Margalef, Ed.). Elsevier, New Y ork, pp.353-424.



